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ABSTRACT 


Suspended sediments were measured optically within the 
surf zone at Torrey Pines Beach, California. Sediment laden 
water was sampled through three intake nozzles which were 
mounted on a tower along with the optical sensor (nephelom- 
eter) which was in line with the sediment laden water which 
was pumped to the shore. The nephelometer gave a time series 
of the suspended sediments. The water pumped to the beach 
was filtered to obtain total sediment concentration. Hori- 
zontal velocities were measured simultaneously with an elec- 
tromagnetic current meter mounted on the same tower. During 
the experiments the breaker height ranged between 1 and 2 
meters and the mean period between 8 to 16 seconds. The peaks 
of the nephelometer spectra occurred at approximately twice 
the peak frequency in the velocity spectra indicating two or 
more maximas per wave period. Cross spectra were computed 
between suspended sediments and horizontal velocity. A maxi- 
mum coherence ranging above .7 occurred at the first harmonic 
of the peak wave frequency. The suspended sand was well sor- 
ted quartz with a mean grain size of 0.15 mm. 

Suspended sand concentration appeared to decrease expon- 
entially with height above the bottom with the rate of 
decrease and total concentration related to the mean bed 
Shear stress. Mean sand concentration ranged between 0.05 


to 0.32 grams of sand per liter of sea water. 
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i. LNT RODUCTION 


The measurement of sediment transport along a beach 
and its correlation with the wave environment is an extremely 
difficult task. Hence, only a very limited amount of data 
is available. Many difficulties in making sediment transport 
measurements are associated with working in the extreme 
environment of breaking waves. The mounting of instruments 
also presents problems because artificially induced scouring 
or perturbations of the flow field around support towers 
must be avoided; evidence suggests that measurements around 
pliers may not be valid for this reason. 

Interpretation of the data once it has been collected 
is complicated by the fact that a satisfactory physical model 
of sediment transport under waves does not exist. Four major 
reasons for the lack of an adequate model are given by Nakato, 
pemai (197//). First, the motion of the fluid is non-uniform, 
unsteady, and at least two dimensional. Second, the fluid 
has two free surfaces (the air~-water and the Water-bed inter- 
faces) when one considers that boundary conditions must be 
prescribed on surfaces whose positions are unknown except for 
where they are deduced to be. Third, the interaction between 
the fluid and solid phases of the flow field is so complicated 
that formulas describing it have yet to be satisfactorily 
derived. Fourth, the presence of sediment in suspension in 
a fluid can change the characteristics of the flow field which 


Mimecirn Can atfect the sediment motion. 





Sediment transport is generally considered to be com- 
posed of two modes of transport, bedload and suspended. 
Bedload transport is the rolling of the grains along the 
bottom and includes the fluidized bed. The suspended sedi- 
ments are defined as that portion that is above the bed. 
This paper deals only with suspended sediment transport. 

Attempts to measure suspended sediments in the field, 
both in the surf zone and in deeper water, have involved a 
variety of techniques including the use of fluorescent dyed 
sand tracers, a variety of sediment traps, optical devices 
and acoustic devices. Fluorescent tracers are not discussed 
here since this technique primarily measures bedload trans- 
port. Some of the above mentioned methods used in deeper 
water date back as far as the late 1800's and early 1900's. 

The earliest published information on the distribution 
eeeoand transporte along the beach profile for prototype 
conditions was by the Beach Erosion Board (1933). The dis- 
tribution of longshore current and suspended sand obtained 
from water samples was measured from piers extending across 
the surf zone. These measurements demonstrated that the 
greatest sand transport occurred at the breaker line, where 
the turbulence was a maximum, and decreased shoreward with 
another peak in the swash zone--another area of high turbul- 
ence. Seaward of the breakers, the sand transport decreased 
with increasing depth. Watts (1953) conducted similar studies 
from a pier using a more elaborate continuous suspended sedi- 


ment sampler. He also measured vertical distributions. The 





results were qualitatively similar and showed that the amount 
of sand in suspension was related to the wave netone, Gis 
energy, of the waves for a particular test. Fukushima and 
Mizoguchi (1958) and Homma and Horikowa (1965) used suspended 
samplers made of bamboo poles to measure the vertical distri- 
bution of suspended sediments. The data showed that the 
amount of suspended sediment in the swash zone and near the 
breaker line can be fairly evenly distributed over the verti- 
cal due to the high degree of turbulence throughout the water 
column. This is particularly true at the breaker line where 
a large vertical velocity component can be present in the 
case of plunging breakers. 

The principles of measuring particulate concentrations 
using a light emitting source have been discussed by Jerlov 
(1968) and have been summarized in a paper by Das (1972). 
Longinov (1968) was probably the first to use photocells to 
measure suspended sediment concentrations in the nearshore 
zone. The most recent optical studies in the surf zone are 
those of Brenninkmeyer (1973, 1974), who used an instrument 
he named the “almometer." The almometer consisted of 64 
photo-electric cells opposite a high intensity fluorescent 
lamp which measured sand concentrations in the bottom 1.2 m 
Of water simultaneously and continuously. A disadvantage of 
this instrument is that it must be used at night. 

The optical device described in this paper was designed 
to obtain a time series of the suspended sediments at any one 
of three levels in the surf zone while at the same time taking 


an actual sample of the suspended sediments. Variations in 





the water surface elevation and water particle velocities 
were measured simultaneously with the suspended sediment 
concentration with the objective of relating the suspended 


sediment concentration to the forcing function. 
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Ii. NEPRELOMETER 


A general name applied to instruments that measure 
concentrations of suspensions by means of transmitted light 
is the nephelometer. Some unique problems arise when 
using optical devices to measure suspended sediment trans- 
ert in the surf zone. The calibration of the optics is 
Mery Gifficult due to the unknown scattering characteristics 
of the sediment. Breaking waves entrain large amounts of 
air and inject bubbles down into the water column. Bubbles 
are effective light scatterers and therefore make absolute 
Sal1bration very difficult. Further, the physical mountings 
of the instrumentation can act as a disturbance to the flow 
field and can induce artificial sediment transport that is 
many orders of magnitude greater than the natural transport. 
Our measurement device was designed to minimize these 
cert iculties. 

The sampling system is shown schematically in Figures 
land 2. Three intake nozzles were mounted on a 4-m high 
tower in the surf zone through which the water was sampled. 
mie water was pumped through a 2.54—cm (l-in.) pipe buried in 
the sand to the shore and discharged into settling buckets 
in order to determine sediment concentration. The nephelom- 
eter was in-line with the sampled water and mounted on a surf 
zone tower to determine the instantaneous suspended sediment 
concentrations. A photograph of the tower exposed at low 


etae is shown in Figure 3. 
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Figure 1. Nephelometer Sampling System. 
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The nephelometer used in this experiment generated 
voltage fluctuations as a result of differences in the inten- 
sity of forward scattered light measured at a 45° angle. The 
differences in scattering intensity were caused as water from 
a selected depth in the surf zone, with its different concen- 
trations of sediment, passed through the system (see Figure 
4). In addition, the system was designed to take samples of 
sea water from any one of three different depths whenever it 
was desired. This allowed actual mean concentrations of sus- 
Pemced Sand to be derived and an in Situ calibration of the 
nephelometer. 

The three 1.9-cm (3/4-in.) diameter intake nozzles were 
arranged vertically and separated by distances of 30.5 cm and 
i.) Cm from top to middle, and middle to bottom, respectively. 
Each intake nozzle has a valve that allowed it to be turned 
on or off, thus allowing a sample to be taken from one selec- 
ted level at a time. The pipe used for the intake nozzles 
extended 76 cm away from the support tower to minimize samp- 
meng aly artificially induced sediment transport by the 
6.3-cm (2%-in.) diameter pipe tower. A screen with a .5=-cm 
mesh was placed on the end of each intake nozzle to prevent 
large pieces of kelp and other detritus from blocking the 
system. These screens were checked every few minutes during 
the sampling periods to insure they were clean. 

A 2-hp pump was used to pull the water sample the 
approximate distance of 150 m from the intake nozzle to the 


settling bucket. The required pumping rate was based on 
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Satisfying both lower and upper limits. The lower limit 
insured that all particles stayed in suspension while the 
water flowed through the system. The upper limit insured 
that the flow field in the water column outside the intake 
nozzle was not distorted, causing samples to be taken from 
elevations other than the one selected. Using hydraulics 
theory, it was determined that the lower and upper limits 
would need to be between 90 cm/sec and 300 cm/sec, respec- 
tively. During the experiment the observed velocities through 
the system ranged from 93 cm/sec to 102 cm/sec, within the 
prescribed limits. Visual observations of the flow field 
outside the intake nozzle and the system's piping further 
indicated that the ocean water was being properly samvled. 
The sampled water was pumped into a large container of known 
volume located at the landward end of the system. The pump- 
ing rate was determined by the length of time required to 
mel the container. 

The water taken in through the selected intake nozzle 
was passed up the pipe approximately 2 m and through an in- 
line pyrex tube which was housed in a 15.2-cm (6-in.) 
diameter, water and light proof cylinder containing the 
nephelometer. It then passed out of the cylinder and into 
meee oo-cm (l-in.) p.v.c. pipe through which it traveled 
Mme rest O£ the distance to the settling bucket. 

The nephelometer consisted of a light source, reference 
Secector, scattered light detector, and divider circuit to 


ratio the scattered to the referenced light (see Figure 5). 
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Figure 5. Nephelometer Electronics. 
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The light source was a Metrologic model 620D helium-neon laser 
which provided a well-collimated light beam approximately 

l mm in diameter. Next in line along the light path from the 
laser was a semi-transparent mirror designed to allow 15 per- 
cent of the light to pass through it into a reference photo 
detector, a Umited Detector Technology Inc. PIN-10 Schottky 
barrier photodiode. The remaining 85 percent of the laser 
light was reflected at a 90° angle and passed perpendicularly 
through the glass tube where it scattered off of the water 
and suspended particles within. In the third plane, looking 
at the forward scattered light at a 45° angle, was another 
photo detector, a UDT 500 Schottky barrier photo diode which 
had its own amplifier to increase the low voltages which 
resulted from the much smaller light levels detected by it. 

A collimator was placed between the scattering detector and 
the glass tube in line with the 45° forward scattering angle 
to enable an accurate scattering volume to be determined. 

The voltage outputs from the reference light and 
scattered light detectors were then amplified by 741 op amps 
and fed into an Analog Devices 533 divider circuit which 
assigned X values to the reference light voltage, Z values 
to the scattered light voltage and then gave a signal out of 
10 S. A ratio of the scattered light to reference light was 
Meee SO that any fluctuations in the light source would be 
compensated for. The signal was sent to the beach via a 7 
conductor, shielded and armored cable where it was then trans- 


mitted to recording facilities at Scripps Institute. 
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The nephelometer was powered by a 12 volt DC supply 
from the beach via a cable buried in the sand. The 12 volts 
powered the laser power supply directly and was converted by 
MetieG— Stowe o20/25 D0-C.—-D.C. converter to +£15 V D.C. for 
use by the divider circuit and op amps. No other components 


of the nephelometer required power from e¢xXternal sources. 
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The data discussed in this paper were taken as part 
mena larger experiment conducted from 15 March-30 April 1977 
in the Southern California Bight Area. The overall experi- 
ment was designed to test and evaluate the instrumentation 
systems to go aboard SEASAT which will remotely measure wind, 
waves, and sea surface temperature. These instruments were 
flown aboard NASA airplanes. A major ground truth program 
was Simultaneously conducted. As part of the experiment, 
waves, currents and sediment transport were measured at Torrey 
Pines Beach as described below. 

A five-element, linear array of pressure sensors was 
placed offshore along the 10-m contour to measure wave energy 
pmeaedirection. Inshore of this array within the surf zone, 
three instrument support towers were placed. The instrument 
towers were 6.3 cm outside diameter steel pipes which were 
3.6-m high with a 1.0-m baseplate and 0.6-m steel pipe exten- 
Sion. A typical tower and sensor arrangement is shown in 
Figure 3. The towers were placed on a line perpendicular to 
the shore and spaced 25 m apart. They were erected during 
low tide when the beach was easily accessible. The measure- 
ments were then conducted at high tide. The tidal range at 
Torrey Pines Beach is typically two meters. 

A surface piercing capacitance wave gauge and a two- 
component electromagnetic flow meter were mounted on each 


tower. The nephelometer was also installed on the second 
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Pip pomemeovoleasestiewi in Figure 3. To the north of the 
towers was an array of © flow meters which was used to 
depict the areal and temporal variation in the alongshore 
currents. Resistance wire run-up meters were installed in 
the swash zone at four locations. All instrumentation was 
battery operated. 

The flow meters were Marsh-McBirney Model 51l Electro- 
magnetic Current meters, which operate on Faraday's principle 
of electromagnetic induction. Each probe measured water 
velocity in two orthogonal directions. The flow meters were 
calibrated with an oscillating platform attached to an eccen- 
tric arm driven by a variable speed motor. Measurement 
accuracy was determined to be +0.005 m/sec during calibration. 

The off-shore pressure sensor outputs were telemetered 
directly to the Shore Processes Lab at Scripps Institute 
which was located one mile south. All data from the other 
instruments was cabled to one of two transmitting stations 
on the beach where it was then telemetered to Scripps and 
recorded. Later the data was digitized for use in computer 
analysis. 

All of the above instruments except the nephelometer 
were placed in position prior to high tide on 9 March. The 
nephelometer was installed on 14 and 15 March. Data was 
collected from all of the instruments, except the nephelometer, 
fieeng high tide on 9, 10, 11, and 16 March. Data was collected 
feom all of the instruments on 17, 18, 19, 21, and 23 March 


with the exception of the nephelometer which became inoperative 


eae 0845 on 19 March. 
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During the course of the main experiment a number of 
sub-experiments were also conducted. A radar was installed 
at the top of the cliff overlooking Torrey Pines Beach at 
an elevation of approximately 90 m during the month of March. 
The radar images were photographed and show the refracting 
wave patterns. 

Large scale sediment transport experiments were con- 
mgerted On li, 21, and 23 March. Bed load transport was 
measured by tracing the movement of fluorescent dyed sand 
using the methods described by Komar and Inman (1970). Sus- 
pended sediments were measured in situ by swimmers using a 
mechanical water sampling device which sampled water at 5 
equal intervals from the bottom to lm. Many of these 
samples were taken concurrently with and in the vicinity of 
the nephelometer in order that a comparison of the two 
methods could be made. During these sediment transport 
studies, Lagrangian floats made from wine bottles weighted 
by sand were placed in the surf zone and followed to deter- 


Mine average longshore current speeds. 


22 





ee Ro iS 


The nephelometer was designed to obtain a time series 
of suspended sediments at any one of three levels in the 
surf zone while an actual sample of the suspended sediments 
was being taken. While data was being collected by the 
nephelometer, waves and velocity measurements were made in 
an effort to define the environment and determine the forcing 
functions that caused the suspended sediments. 

As these experiments were initial attempts to utilize 
the nephelometer, difficulties were encountered that could 
not be corrected in the field. The mean output voltage of 
the nephelometer was higher than anticipated at the start of 
data collection, and it continued to slowly rise over the 
entire period of time the nephelometer was used. Because of 
this, a negative bucking voltage had to be applied to the 
Meeput Signal in order to bring it within the + 5v recording 
Himitations of the recording facilities at Scripps Institute. 
This voltage fluctuation remains unexplained but is probably 
related to the water leak in the nephelometer which eventually 
resulted in its failure. These problems made the absolute 
calibration of the nephelometer difficult. Hence, the output 
of the nephelometer was used to infer the time variation of 
the suspended sediment concentrations only; the actual mean 
concentrations as measured from the three levels were used 


to determine the variation with elevation. 
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It should be noted that it was not possible to differ- 
entiate positively whéther the scattered light intensity was 


due to suspended sand and other scatterers such as bubbles. 


A. foie SERIES ANALYSIS 

All equipment was operational on 17, 18, and 19 March. 
Using the IBM 360 computer at the Naval Postgraduate School, 
spectra and cross-spectra were calculated for the nephelom- 
eter and the horizontal velocity components for these dates 
and at several elevations for a total of seven time series 
(see Appendix A). A typical example of spectra for the 
nephelometer and horizontal component oriented in the on- 
Smeestore direction for 18 March is shown in Figure 6. During 
this run, the water was sampled at 51 cm above the bottom. 
The mean depth of the water was 1.5 m. The waves were 
plunging-spilling breakers having height of approximately 
1.6 m. Tower 2, on which the nephelometer was mounted, was 
located approximately 35 m shoreward of the breaker point at 
about the middle of the surf Zone. 

A mean value was calculated for all data sets and the 
data were linearly de-trended to exclude the rise and fall 
of the tide. Correlation functions were calculated for 24 
minute records and smoothed with a Parzen window. The smoothed 
correlation functions were Fourier transformed to obtain the 
power and cross spectra. The coherence and phase were calcu- 
lated from the cross spectral estimates. 

The maximum lag time in calculating the correlation 


functions was taken as five percent of the record giving a 
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spectral bandwidth resolution of 0.007 Hz and resulting in 
40 degrees of freedom for each spectral estimate. The 90 
percent confidence limits for 40 degrees of freedom using a 
chi-square distribution are between 0.72 and 1.51 of the 
measured power spectral estimates. 

The horizontal velocity spectrum in Figure 6 shows an 
energy peak at 0.06 Hz corresponding to a wave period of 16 
seconds. The waves were fairly broad band as reflected in 
the velocity spectrum. A very low frequency peak is also 
identified corresponding possibly to surfbeat. The nephelom- 
eter spectrum shows a near DC peak due to slow variations 
(compared to the length of record), a valley at the wave 
Beak, and then a fairly Broad maximum at 0.12- .17 Hz. The 
peak in the nephelometer appears to occur at frequencies 
corresponding very closely to the first harmonic of the wave 
spectrum peak. 

A coherency squared (referred to hereafter as coherence) 
Minimum occurs at the frequency of the wave energy maximum. 
Then a maximum coherence of 0.8 occurs at the frequency cor- 
responding to the maximum in the nephelometer spectrum. The 
high coherence values indicate reasonably good correlation 
between nephelometer output and the on-offshore horizontal 
velocities. 

imaAcsOcecurrence Of Maximum light scattering at twice 
the wave frequency might be interpreted in several ways. 

In laboratory suspended sediment studies, Bhattacharya (1971) 


found that two or more maxima occurred during each wave period 
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for monochromatic waves over rippled bottoms. During both 
the forward and backward motion of the particle velocities 
under the waves, a burst of sediment was observed to be 
thrown upward into the fluid due to a vortex generated just 
downstream of each ripple crest. The maximum sediment con- 
centrations and height above the bed occurred well after the 
maximum velocity under the crest of the wave as time was 
required for the vortex and entrained sediments to diffuse 
upward into the water column. Hence, the maximum concentra- 
tions occurred approximately 90° out of phase with the waves. 
Inside the surf zone, the bed was flat and the ripples were 
planed off by the more intense flow. Vortex generation was 
not as strong in the absence of the bottom perburbations 
caused by the ripples, but none-the-less a similar mechanism 
would be expected. Another explanation is that clouds or 
patches of particulates composed of sand, detritus or bubbles 
were Simply advected back and forth and sampled twice during 
the passage of each wave due to the forward and backward 
motion. It is concluded that the scattered light is related 
to the velocity of the flow because maxima occur twice during 
a wave period for both parameters; the suspended sediments 
do not differentiate between forward or backward flow. There 
doesn't appear to be a correlation with wave height or pressure 
as the pressure has only one maximum during a wave period. 
The scattered light and the horizontal water particle 
velocities were measured to be in-phase at the coherence 
maximum. An increasing phase lag would be expected with 
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frequency because there was approximately a one second time 

lag between when the sediment laden water entered the nozzle 
and when it arrived at the nephelometer located approximately 
emecers Up the pipe. Consider a single frequency component 


where the horizontal velocity is given by 


v:Vcos 27 ft 


and the scattered light by 


s:Acos 27f (t+x) 
U 


where x is the distance between the nozzle and the nephelom- 
eter and U is the velocity of flow in the pipes. The phase 
difference due to the pumping distance is given by 
27fx 
A= $.-b 2g 
The expected phase difference is plotted as a dotted line in 
Figure 6 on the phase spectrum. The difference between the 
dotted line and the measured phase difference is approximately 
90° at the coherence maximum indicating the suspended sedi- 
ments lag the horizontal velocities by this amount; this is 
consistent with the measurements by Bhattacharya (1971). 
Examples of spectra for the nephelometer and horizontal 
component of flow oriented in the longshore direction (see 
Appendix A) show the same spectrum as the on-offshore flow 
for the nephelometer with the peak in scattering occurring 
at the first harmonic of the wave spectrum peak. The energy 


peak for the longshore flow, however, is seen to occur at a 
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much lower frequency than the on-offshore flow. This was 
expected due to the much longer periods of the longshore flows 
observed. It can also be seen that very low coherence exists 
between the nephelometer and longshore flow. This further 
indicates that the scattering fluctuations were caused by the 
on-offshore flows associated with the waves, rather than the 


longshore flows. 


Ey MEAN SEDIMENT CONCENTRATIONS 

A total of 30 suspended sediment samples were collected 
on 17, 18, 19, 21, and 23 March (see Table I). The sediment 
laden water pumped from a selected intake nozzle was dis- 
charged into a large settling container on the beach. The 
sampling time was approximately two minutes--the time to fill 
the container. After the sand had settled out of suspension 
the water was carefully poured off. The sand sample was 
later dried and weighed to obtain the concentration in grams 
of sand per liter of sea water. Analysis showed the samples 
were composed of a well sorted, fine grained, quartz sand. 
At least 50 percent of each sample had a grain size from 
mm? mn to .125 in diameter (2.5%9to 39. The remaining por- 
tion of each of the samples was almost entirely in the .250 
mm or 0.83 mm diameter size ranges (2.0 dand 3.5 drespective- 
Hy.) 

The mean measured sediment concentrations are summarized 
in Figure 7. It is pointed out that the measurements at 
various levels on the same day were not taken at the same 


time but generally within a one-hour period. Most of the 
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TABLE I 


Suspended Sediments, Torrey Pines Beach 


17 - 23 March 1977 


Intake 


g(Sample) Height 
ice (voi: from 


Date Time of Bottom 
(March) Local water) 2 (CM) 
ie; Thu 0853 e202 10 
7 0904 - E52 10 
18 Fri 0810 EOS SAL 
18 1000 ibe! 10 
18 Os 2 leo 1K! 
19 Sat OF sill ALOE 5) JL 
19 0754 .06 Sal 
19 0855 HOS uk 
19 0902 wil sto) 21: 
19 0906 e245 PAL 
19 0952 5 SUL 6 
19 0956 yea 6 
19 1000 ~302 6 
19 1004 2235 6 
Zoe Mon 0917 leas as 
2A 0920 Pelle 1S 
2M 0924 ia ils 
21 0928 Re IS 
Ab 1020 B26 5 
21 1020 a 288, ales 
eal ILS 0) .i54 aS 
ZA OSs .095 45 
al ILO) yy .056 45 
ZA. ae? 0) aod LS 
23 Wed 1104 e293 15 
23 ZO .096 Is 
23 1136 Palle 6 ILS) 
23 IS: 3 .064 45 
23 eZee .139 45 
a8 225 .062 45 


Relative 
intake height 
from 


Depth bottom 


d (CM) 


100 
100 
150 
Lag) 


Nae )e) 
Soya 
$555 
siS5 
2263 
ayes ye 
263 
ees 2 
S769 
woo 


Bed 


Shear 
Stress 


T/pK 


1.46 
Ne 


egg 
.59'6 
2o20 


IES OS. 
Ike Le 
IL! 
oo ke 
gi Al 
28 
Ee) S 
155 (9.5 
Poll 


No 
No 
No 
No 


data 
data 
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Date c Slope 


March pK m 


18 @ .712 ~.59 
19m 1.14 =. 52 
8 21 552 one 
23 @ .212 220 


Q|N 





ees -1.0 -.8 -.6 


Log of average concentration 


Figure 7. Mean Sediment Concentration as a Function of Depth. 
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points are the average of three or more two-minute samples. 
The sediment concentrations are plotted against relative 
depth, z/d. There was a definite decrease of sediment con- 
centration with distance off the bed. The concentrations 
varied between 0.05 to 0.32 gm per 1 of sea water. The mean 
sand concentration taken by the sampling system compared 
favorably with Instantaneous sand samples taken with the 
five-level sampling device mentioned earlier. A time aver- 
aged bed shear stress was computed over the same time inter- 
vals that the sand samples were taken, using the longshore 


and onshore velocity components (u and v) 


- 72 


ar 3 (wees ns) 


where the overbars indicate time averaging; °° is the density 
of sea water and K is the bed shear stress coefficient. The 
slopes of the lines on the graph of the relative depth, z/d, 
of the sample vs. the 1°%g of the average sand concentration at 
each level for 18, 19, 21, and 23 March (see Figure 7) demon- 
strates the magnitude of the exponential decrease in sand 
concentration with height off of the bottom for each of the 
four days. Based on past experiments with which the observed 
data are not inconsistent, the concentration as a function of 


depth has the form 


C(z) on no uke, 


where the maximum concentration at the bed, Cor would be 


expected to be a function of the bed shear stress, and the 


ao 





slope, m, would be expected to be a function of the bed shear 
stress and fall velocity. Increasing bed shear should in- 
crease the total concentration. The fali velocity and flow 
intensity determine how long the sediments stay in suspension. 
A comparison of slope, m, in Figure 7, with the average 
bed shear stresses for each day (see Table I and Figure 7) 
indicates that lower slopes relate to days of high bed shear 
stress and higher slopes are apparent during days of lower 
stress. This compares favorably with the observed surf con- 
ditions for the days considered. 21 and 23 March 
were generally calmer days with lower wave heights, lower 


velocity currents, and consequently lower bed shear stress. 
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V. CONCLUSIONS 


1. A nephelometer was designed to optically measure 
suspended sediments and to obtain a direct mean suspended 
sediment concentration measurement in order to have an in 
eeseu Calibration. 

2. Spectra and cross-spectra of the nephelometer sig- 
nal and horizontal on-offshore velocities showed the maximum 
light scattering, inferring suspended sediment concentration, 
occurred at twice the average wave frequency. The coherence 
between the nephelometer and on-offshore horizontal velocity 
was low at the peak of the velocity spectrum (average wave 
period) and had a maximum (ranging above 0.7) at twice the 
average wave period. The phase spectra indicated the sus- 
pended sediments lagged the horizontal velocity by approxi- 
mately 90°. It is concluded that there was a definite cor- 
relation of the nephelometer measurements and on-offshore 
horizontal velocities and that the nephelometer responded to 
both forward and backward flow. 

3. Low coherence existed between the longshore flow 
and the nephelometer,indicating that the scatter fluctuations 
were caused by the on-offshore flows associated with the 
waves, rather than by the longshore flow. 

4. The mean sediment concentrations decreased with 
distance off the bed and were generally related to the mean 


bed shear stress. 


34 








( 
C ( 
q \ ae Le 
: ; if 
 @ is hz ? } 
; ‘ ; q 5 ( 
7 Udo | q 
vs Ses ae "3 '} a 
é aged, oi S| 
ao 5 a8 F ( A 
A fry a ® Y 
H , s 
a eH 58 | 
s fn es 
Ay My 8 ma 6 / zi ; a = 
2 ie Gawed . 
5 S 
& ” 
3 > 
D ae e. nN] 
7, Re Ls 
‘ 
. 
7 
ae 
x 
eS 
a a ee 
f. b a co 5S- ° il u 





JdS7**W  ALISNAG Ibo duS OB) JBN se HB 


a5 





ei 


fee viaiacti Oe O27 


Relative sampling height 


from bottom 


Spectra of onshore-offshore 
flow vs. nephelometer, 


& [ 


J4S7 KAKI 


Nea 


ae 


a 


thee = Se 


KLISNSD Wii ddS go 


ag CE 





Peal 
— 
{= t No 
eae 
= = 
SS  ”O—™O—TCC~™S 
mee Ss 
x 
POR Ae chaee eee 
et 
pad 
ae 
a 
ee 
peten. 
ae a) 
eee 
ees reco, 
net oo ee ee ee a 
a ene eee 
3, 
4 
a 


aa 


a ee 


t 6) eu G 


ok t t t 
qigrid 





eae: 


tro 


i pain lees UE eas | H 
fee al) tes vee 
: . moves ‘aad easy RAE ’ 


36 





Mea SE L, 


Sihalelivalbilaty le 


| 96 


Biacisilin= 


“nN 


sb 


~ 


ee 


Py 


Ble el ig 


3 








~ 
y 


“A 
—_— 


Spectra of onshore-offshore 
flow vs. nephelometer, 

18 March 0947-1011 
Relative sampling height 
from bottom = .06 


LO 


SW 


ei 


xa) 
Vv 


- « ra 


f 


an 


SS aw vom 
ee 
iS Acai 
A, 
ae 
: | 
a | | 
as Sees: h 
| Be 
VA LY \ 


NOI ee 





t 
4 


“ 
- 





m 














\ ———————— f+ 
( —— en Se 
f= ETA = a 
| e 
Y 2 
; ‘ pee 
> | ao 
€ z sae po a ee 
{ 5) = 
~ ete ee 
re i ‘ ( ia eae ri epee ee eee 
7 Ql i ’ , a, woe Tt] ee 
ES | =e 
en a vy S a C 3 Bars —— 
Cpu re » << ________ Senne eae 
RS R E , ( a 
Te a mG ( seal — 
P Eis EET 
sq "8 : . =f 
es Ss 
ee | | < 
id rd y } ae ee 
ae) oy = 
) ( , o 
ve ) ~e} ma 
\ = oan ee 
= ee 
; a ele 
J ee 
a, eee, = , ——— ara we | 





E- %- T a LOT L Sts 


J2eae et ele Wet lads 30% ANA IHE} ee act 


pa 
eal 
H 


a6 











Cac A — wae ee 
‘ ae _ 
rr = a —_ 
ae 
ie 
2 / at ee 
Gar ve <l 
_ ( aie _ 
: >i 
f ad ee 
g pos mic ( ( ee y) o3 
Od ela , he Cree a 
G m qd ~ a 
a 5S * a a5 
Zi ae ae ie 
O ‘”d } \ : ae r 
J 7 
3 ‘B,'D g Q | mae CL 
Ha _ 
1) = 
jade - 
am w 
( i... 
oe 
i = ea. 
= 
ae 
ieee 
wee a a : 
: ae vs ae a | 
: 0 Ca1- 
E rs Te E= 5- i u lon 


ee Ale Nod, tee aesS SCs AON Je HOD a Sion 


as) 





ee 
a K 
7c os 
a ae 
t 
; . a 
7 G _ 
E A : 
J oe ¢ 
Me “ o ess rea 
eHu8 ; i 
P Sw | ; 
dad | “a -— 
6 ‘ait I 
‘ols 5 j 
0 : ve ve 
¢ Qg ye Fe 
i) 6G > | me c 
eaa4 | S ia 
bah! 5 i 
ri st fo Wy eae e 
Be, 
; : 
. 4 
'S 4 | 
oe PA ee 
ae J 3 
a a 
—.. S 
= ne ae 
<— ae 
Bao Sia 
ee - , ee ee. _ 





Ae om ae pe Ss: 


JBS07 7 oI oNet Wohl dddb sé % 


es 
“Sy 
\ 
J 
( 
oS 
) 
ae 
J 
4 = 
Ve 
} =} 
iC 
YQ 
me 
se 
an 
Bi 
.- ens 
iJ 
ne 
ie 
fe. 
— 
= Ae a t 
[ jo 
™ 
L, 
? 
> 
f 5 
’ 7 = | 
2, 
a 
es 
te 
pee eee 
x ae : 
ee i. i] 
\ 5 
f (; 


eee 


-_— 
an 





deans tte 


40 





Meee ZSEC 


(is es lea SNE S| ii 


ne 


COHERENCE 


PHASE 


Spectra of onshore-offshore 
flow vs. nephelometer, 

19 March 0747-0811 
Relative sampling height 


We bottom = .37 
WN, nee 


aan ee 





cs 
Le) 
= 
KR 
r 
Ls 
rey) 
cy 
w 
t 
3 





4] 





Pee SEC 


Wie NESy IL |) te 


-l 


Seals eeu 
3 


J 


L ff 


ee Nee 


e 


Pree 





[a 
° 


oy 


Spectra of onshore-offshore 
flow vs. nephelometer, 

19 March 0754-0818 
Relative sampling height 
from bottom = .37 


42 





, “ 
Sa ae oe 
“ a 
wa 
—_ 
} 
om 


= .37 
eee 
Se 
Lo 
OSs an 


Ooi 


Spectra of longshore flow 
Relative sampling height 


vs. nephelometer, 


19 March 0747 
from bottom 


| j ‘ = i ot 


E t t E- S- 


JdSrrRAR ALISNHG Ted tJddS OF 



























{ 
a «7a 


i 


* as Va 


ca 
‘ zy i 
wv 


<4 
iv 


43 





JAS TRH 


r 


or 


nephelometer 


19 March 0754-0818 


Relative sampling height 
Erom) Eetcom 


Spectra of longshore flow 


VS. 
a 


iw 
Us 


T- E~ 


SILI Sis Si itr eo afalss 18 





rat | 


Ne pat my 


a 
ha 


| 


JOM dd THe 


ix ic 
Ea a J aaa wee eee diel \ = ae a mS 





44 





BIBLIOGRAPHY 


BeachieErosten board, Interim Report, U.S. Army Corps 
of Engineers, Washington, D.C., 1933. 


Biaeceacmarya, P.Kl, "Sediment Suspension in Shoaling 
Waves," Ph.D. Thesis, University of Iowa, 1971. 


Brenninkmeyer, B.M., Synoptic Surf Zone Sedimentation 
Patterns, Ph.D. Thesis, University of Southern 
California, Los Angeles, 1973. 


Brenninkmeyer, B.M., "Mode and Period of Sand Transport 
in the Surf Zone," Coastal Engineering, V. 2, 
p. 812-827, 1974. 


Das, M., "Mechanics of Sediment Suspension Due to 
Oscillatory Water Waves," Symposium to Honor 
H.A. Hinstein, edited by H.W. Shen, Chapter II, 
Mor 2 3 | 


Dean, R.G., "Heuristic Models of Sand Transport in the 
Surf Zone," Proceedings of Conference on Engineering 
Dynamics in the Surf Zone, Sydney, Australia, 1973. 


Fairchild, J.c., “Suspended Sediment in the Littoral 
Zone at Ventnor, New Jersey, and Nags Head, 
North Carolina," U.S. Army Corps of Engineers 
Coastal Engineering Research Center Report TP77-5, 
May 1977. 


Fukushima, H., and Mizoguchi, Y., "Field Investigation 
of Suspended Littoral Drift," Coastal Engineering 
iMiewcadean,avOl. ik, Dp. L3l=134, 1958. 


Gibbs, R.J., Suspended Solids in Water, pp. 3-15 and 
101-109, Plenum Press, 1973. 


Homma, M., Horikawa, K. and Kajima, R., "A Study of 
Suspended Sediment Due to Wave Action," Coastal 
Pugeneering 1D Japan, V. 3, Pp. LOI1-122, 1965. 


Kennedy, J. F. and Locher, F.A., "Sediment Suspension 
by Water Waves," Waves on Beaches and Resulting 
Sediment Transport, R.E. Meyer, ed., Academic 
Press, 1972. 


Jerlov, N.G., Optical Oceanography, Elsevier Publishing 
Company, 1968. 


NMeladcaee.>., and Inman, D.L., “Longshore Sand Transport 
on Beaches," Journal of Geophysical Research, 
Wee, NO. 30, 20 October 1970. 


45 





Longinov, V., "Determination by a Photo-electric Method 
of Sand Suspension Concentration in the Littoral 


zone During Waves," Gosudarstvennyi proektro- 


konstruktorskili 1 Naucho-issledovateLl’ skil 


Institut Morskogo Transporta, V. 20/26, p. 82-92, 
Logan 


Nakato, T., Locher, F.A., Glover, J.R. and Kennedy, J.F., 
"Wave Entrainment of Sediment from Rippled Beds," 
Journal of the Waterway Port Coastal and Ocean 

Paeworon, VenlLos, Neo. WW i, p. 83-99, February 1977. 


Nordstrom, C.E. and Inman, D.L., "Sand Level Changes on 
Torrey Pines Beach, California," U.S. Army Corps 
of Engineers Coastal Engineering Research Center 
Report MPil-75, December 1975. 


RAG Meas LOOSse Boundary Hydraulics, p. 123-135, 
Pergamon Press, 1967. 


TaermeOn, Hein. Distribution of Sediment Transport 
Hebess ene Sure Zone,’ Proceedings of the 13th 
International Conference on Coastal Engineering, 
ASCE, Chapter 55, p. 1049-1068, 1973. 


U.S. Interagency Committee on Water Resources, "Measure- 
ments and Analysis of Sediment Loads in Streams," 
RBepont No. 14, 1963. 


Wang, H. and Liang, S.S., "Mechanics of Suspended 
Sediment in Random Waves," Journal of Geophysical 
Research, V. 80, No. 24, p. 3488-3494, 20 August 
Ike ise 


Watts, G.M., "Development and Field Tests of a Sampler 
for Suspended Sediment in Wave Action," Beach 


Erosion Board Technical Memorandum No. 34, U.S. 
Peay cOsps OL Engineers, Washington, DC, 1953. 


46 





LG. 


He 


ite DESTREBUTION List 


Defense Documentation Center 
Cameron Station 
Alexandria, Virginia 22314 


Library (Code 0212) 
Naval Postgraduate School 
Monterey, California 93940 


Assoc. Professor E. B. Thornton, Code 68Tm 
Department of Oceanography 

Naval Postgraduate School 

Monterey, California 93940 


Asst. Professor S. P. Tucker, Code 68Tx 
Department of Oceanography 

Naval Postgraduate School 

Monterey, California 93940 


Chairman, Department of Oceanography, Code 68 
Naval Postgraduate School 
Monterey, California 93940 


LT William D. Morris, USN 
1123 Busac Avenue 
macksonville, FL 32205 


Oceanographer of the Navy 
Hoffman Building No, 2 

200 Stovall Street 
Plexandria, Virginia 22332 


Office of Naval Research 

Code 410 

NORDA 

Neth Station, Mississippi 39529 


Dr. Robert E. Stevenson 

Scientific Liaison Office, ONR 
Scripps Institution of Oceanography 
La Jolla, California 92037 


Library, Code 3330 
Naval Oceanographic Office 
Washington, DC 20373 


PLOw by oracy 

University of California, San Diego 
PAO sox 2367 

La Jolla, California 92037 


47 


No. Copies 





eZ 4, 


Jai 


14. 


ye 


HO 


Le 


eS. 


Be) 


ALOE 


Department of Oceanography Library 
University of Washington 
Seattle, Washington 98105 


Department of Oceanography Library 
Oregon State University 
Corvallis, Oregon 97331 


Commanding Officer 
Fleet Numerical Weather Central 
Monterey, California 93940 


Commanding Officer 
Naval Environmental Prediction Research Facility 
Monterey, California 93940 


Department of the Navy 

Commander Oceanographic System Pacific 
Bex 1390 

FPO San Francisco 96610 


Director, Naval Oceanography 

and Meteorology 
National Space Technology Laboratories 
NSTL Station, Mississippi 39529 


Naval Oceanographic Research 
and Development Activity 
hot, Station, Mississippi 39529 


Dee oO. Liman 

A-009 

University of California 

Scripps Institute of Oceanography 
fay wolla, California 92037 


Dr. R. Sternberg 
Oceanography Department 
University of Washington 
Seattle, Washington 98195 


48 














ae? 





| Thesis 172800 
M828 Morris 
oe. - Suspended sediments 
measured in the surf 
zone. 


 —_— 
ie 


reste in the surf \ 


ciel a 


001 
en KNOX LIBRARY 


—— 





